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HAHN oil dampers are used for slowing down 
moving weights

Oil dampers are closed, maintenance-free hydraulic 
elements which are used for the smooth slowing of 
feed units, linear drive units, fl aps, etc.

Fixed dampers work in extension, compression or in 
both directions and can hold up from 5N to 2500N. 
All fi xed dampers are available in different sizes in steel 
and stainless steel AISI 303/304 and AISI 316L/316Ti.

HAHN oil dampers with adjustable damping force

Adjustable dampers can be ordered if the exact damp-
ing force is unknown. By simply turning the piston rod 
in the extended position, the damping force becomes 
bigger or smaller. Having found the correct force, you 
can just send us the unit back and we can produce fi xed 
dampers with the measured orifi ce. Adjustable dampers 
are only available in stainless steel.
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HAHN oil dampers are used for slowing down moving weights.

Oil dampers are closed, maintenance-free hydraulic elements which 

are used for the smooth slowing of feed units, linear drive units, 

flaps, etc. There are adjustable and fixed models that work in extension 

direction, compression direction or both. The advantage of adjustable 

oil dampers is that the braking force can be set to meet the respective 

needs. For both types, braking forces of 5 to 2500 N can be implemented.

All series are available as fixed oil dampers in steel, AISI 303/304  

and AISI 316L/316Ti; the adjustable dampers are available in steel 

and AISI 303/304.
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