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FLEXIBLE ALUMINUM COVERS
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Standard end 
mount profiles:

H

B

1T

L2

L1

S2T

H

B

3T

L2

S

L1

5T (1/2/3/4)

L1 

S 

L2
 

6T

CO
DE

Minimum winding
diameter

Co
ve

r w
ei

gh
t

Co
ve

r c
le

an
in

g Bending strength, 
support distance*

M
ax

. c
ha

rg
e 

pe
rm

itt
ed

 

Im
pa

ct
 te

st
ed

EN
12

41
7

An
ti-

sli
p

tre
at

m
en

t

With upper 
roller

With lower 
roller  (90 Kg)  (150 Kg)

kg each wheel 
Ø100

mm mm Kg/m2 mm mm Kg
JH 200 200 25,0 Wiper 4500 4000 75 250 Upon request
JL 100 100 12,2 Wiper 1200 1000 50 90 Upon request
J 150 150 12,5 Wiper 2200 1750 50 150 Upon request

JB / 60 9,5 Wiper 750 600 50 150 Not available
AKS1 50 50 9,0 Brush 750 600 / - Not available
AKS4 / 50 9,0 Wiper 750 600 10 - Not available

  MATERIAL:  Anodized grey aluminum                              * Max. bending 1% of the support distance
  Max. feasible  width:  6000 mm

D
C

E
7T

We can provide end mountings to match customer drawings upon request.

Terminal
CODE L1xL2xS BxH C D E

M
at

er
ia

l

De
sc

rip
tio

n

Cover 
CODE

1T 25x5,5 Al Flat AKS-1/AKS-4
2T 20x30x5,5 Al Corner AKS-1/AKS-4
3T 20x6 Al Cover JB

5 T/1 15x15x3 Al-Stl Corner JB
5 T/2 20x20x3 Al-Stl Corner JB
5 T/3 30x30x3 Al-Stl Corner J / JB / JL
5 T/4 40x40x5 Stl Corner J / JH

6T 30x30x2 Stl Hinged AKS-1/AKS-4
J/JL/JH/JB

7T Drilling upon 
request only

18
20
35

ø 5,50
ø 8,50
ø 13

ø 10
ø 14
ø 20

Al Cover
JL
J
JH

Al = Aluminum   Stl = Steel

25,40

10

20,80 

6 

5

Brass cap

35

57,15

18

38,10

JB (patented)

JH (patented)

JL (patented)

J (patented)

5,
5

20,52AKS - 4 

AKS - 1 20,52 

5,
5 

Polyurethane joint

   
   

   
    

    
    

     
      

                                                                            Im

pact tested EN 12417 

All the FLEXIBLE ROLL-UP COVERS of "J" RANGE are IMPACT TESTED according to EN 12417.

Joule
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RIVETED APRON COVERS
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Visible side

Code

Possible combinations
of materials

Minimum winding 
diameter (mm)

Max. feasible
width
(mm)

Upper Lower With With 
elements elements upper roller lower roller

1001/1 Al-Stl-Br 50 30 2000
1001/2 Al-Stl-Br 70 30 2000
1001/3 Al 70 30 2000

1002 Al Al-Stl-Br 40 40 2000
1003 Al-Stl-Br Al-Stl-Br 70 40 2000
1006 Al Al-Stl-Br 70 50 2000

Al= Aluminum  Stl= Steel   Br= Brass

L1

S

L2

L1

S

L2

Standard end mount profiles:

1001/2 Visible side

18

19
2

0,
6

3,
3

1002 Visible side

20

15

2,
8

2

1

5,
8

21

5 T (1/2/3)

1003 Visible side

20

15

2

2

1

5

21

1006 Visible side

16

1615

3 16

2

1001/3 Visible side

16

16

3

0,
64,
3

	 Code	 L1xL2xS	 Material

	 5T/1	 15x15x3	 Al - Ac

	 5T/2	 20x20x3	 Al - Ac

	 5T/3	 30x30x3	 Al - Ac

    6T	 30x30x2	 Stl hinge

1001/1 Visible side

15

16

2

0,
6

3,
3

6 T

We can provide end mounts to match customer drawings upon request.




